I-BEAMS

The I-Beoms were creoted from o combinotion of two sturdy construction timber shelves ond o web of 0SB slobs. ——
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Combining the highest quality materiols ond our long experience in wood processing hos ollowed us to crecte o wooden 1-beom - 7 W E————— F I B R | S
with high strength porameters. They ore especiolly recommended for energy-soving buildings ond passive houses, but olsa / g
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DURABILITY FROM NATURE

in more troditionol construction such os: ceiling girders, roof girders (rofters), ond woll posts. For the customer we moke precision
corpentry cuts ond holes for technical installotions (We cut angles, dismeters, ond the position of the holes occording to the wishes
of the customer).

high quality,

strength,

CE certificate,

easy and fast installatiol

STANDARDS:
Manufactured according to

low h i
AVCP SYSTEM 1, ETAG 011, ETA 14/0181 owheat permeabiliy

stable dimensions,
DESIGNATION: low heat transmission - reduction of thermal bridges,
Ceiling beams, roofs and pillars of «  possibility to make an entire house with I-BEAMS,
DIB I-Beams type DIB walls excellent strength parameters.

STANDARD DIMENSIONS:
47x47x200; 47x47%220; ATxA7x240; 47x47x250; 47x47%300; 47%47x350; 47x47xA00, 47x47x450, 47x47x500
47X72x200; 47x72x220; 47%72X240; 4772x250; 47%72x300; 47X72x350; 47x72x400, 47x72x450, 47x72x500

DURABILITY STRENGTH VALUES:
{kmodf=1.0; kmodw=1.01yMf=1.3; yMw=1.2 )

CLASS: c24,c30

| - BEAMS
is used in the construction
of ceilings.

Comparison classes of | - BEAMS

| - BEAM, Timber class C24 I - BEAM, Timber class C30
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Physico-mechanical properties of boards o Epma | kN | kem | k) W | e | e iy L e

e — ‘ 47/200 286 1352 6.20 1040
arameter. falue: 47/220 363 1568 7.20 11,80 47/200 312 1352 780 1040
Useage Class EN 1995 %0 S ol o 210 47/220 39 1568 9,00 1180
Height of the girder 200 - 500 mm ‘ 47/250 499 1890 8,70 1380 :_7{/ Zg gjj ;Z:: 13;2 :j;g

Girder length t0 16000 mm 47/300 77 2432 11,30 17.20 L . :

9 | e = = = 47/300 847 2432 1410 17.20
Shelf width 47-72mm ‘ :7; j:; - 5; i‘:]z 1::2 iizg 47/350 1223 2972 1750 2060
Height of the shelf 47 mm | : : 47/400 1675 3512 2090 2400

47/450 2020 4052 1960 2690
Web thickness 10 mm ‘ 440 | 2204 4052 2450 | 2690
47/500 2579 4592 2250 26,60 AT/500 2614 4562 2810 7650
Class reaction to fire D -s2,d0 | 72/200 442 1352 9,60 1040 72/200 482 1352 1200 10,40
Class of formaldehyde emission, web material and shelves El ‘ 72220 562 1568 110 11.80 721220 613 1568 1390 1180
Conduction of heat, web material and shelves 013 W/(mK) T2/240 a7 1784 1270 1310 72/240 760 1784 1580 1310
72/250 m 1890 1340 1380 72/250 840 2432 1680 1380
72/300 195 2432 17,40 17.20 72/300 1304 2432 21,70 17,20
s, 72/350 1719 2972 2140 2060 72/350 1876 2972 2680 2060
P & o 72/400 2345 3512 2560 24,00 72/400 2558 3512 3200 2400
Py § m— . ?ﬁi’?«“ﬁ?\?’ ‘ € 72/450 3074 4052 29,80 26,90 721450 3354 4052 3730 26,90
K‘“““‘GL/ 72/500 3910 4592 3410 26,60 72/500 4266 4592 42,70 2660
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