FIBRO NATUR ™
-

Fibro Notur Wall fiberboord is designed for thermol insulotion of wolls. The combinotion of high performance of the boord oo . Ay e e
insulntion with o hydrophobic protection mokes that the board is roted in the premium closs of external insulotion moteriols. Since ¢ :

the board is secured hydrophobicolly (water resistant), it is ideol for thermal insulotion of walls under the ploster. Depending on
requirements, the boord is ovoiloble with o simple or tongue ond groove finish.

STANDARDS:
Produced according to PN EN 13 171

excellent thermal insulation,
hydrophobic protection (water resistant), MARKING:
ability to match formats,
windproof barrier,

adjusts the microclimate in rooms.

WF - EN 13171 = T4 - DS. (70,-)2 - CS (10/Y) 40
~TR2,6~WS 1,0 - MU5 - AFr 100

STANDARD DIMENSIONS:

Edge finish: tongue and groove Fibro Notur WALL
The quality of the produced board is monitored by factory Net dimensions: 600 x 1200/ 2500 mm;
production control. Type tests are performed in cooperation gross dimensions: 610 x 1210/ 25610 mm is applicable for example in
with MFPA LEIPZIG. Thicknesses: 40, 60 mm

canstruction under parget.

Edge finish: dull

Dimensions 600 x 800 / 1200 mm,

1220 x 2440 mm, 1200 x 2500 mm
Thicknesses: 20, 40, 60, 80, 100, 120 mm

Physico-mechanical properties of boards

Value for thickness [mm]:
Parameter.
200 | 400 [ oo | s00 [ 1000 [ 1200
Density (kg/ m3] 170 + 20 . ” .
Declared thermal conductivity A [W/ m x K] 0040 Logistics information - packing method
Determined thermal conductivity Amean [W/ m x K] 00391 | 00385 | 00387 | 00389 | 00389 | 00389 No Thickness Width Length Pieces / ma pallet pallet/ Pieces / m2/ m3/
Declared thermal resistance RD [m2 x K/ W] 04878 | 09756 | 14286 | 19048 | 23800 [ 28571 [mm) [mm) [mm| pallet il e L il
Determined thermal resistance Rmean [m2 x K/ W] 05115 | 1,0389 | 1,5504 | 20566 | 25707 | 30848 1 200 600 1200 116 8352 44 5104 367488 7350
Steam diffusion resistance factor p mfondlqons ::ISU 2 400 600 1200 56 40,32 44 2464 177408 7096
Specific heat capacity ¢ [J/ kg x K] 2100 3 600 600 1200 38 27,36 44 1672 120384 7223
Absorbability at short-period water immersion according to o 4 800 600 1200 28 2016 “ 1232 867,04 7096
PN-EN 1609 [kg/ m2) o 5 1000 600 1200 22 1584 44 968 696,96 69,69
Tensile strength [kPa] according to PN EN 1607 >25 & 1300 &0 500 20 Vid T 80 5360 7608
Compression strength [kPa) according to PN EN 826 > 40
Airflow resistance [kPa x s/ m3] >100
Reaction to fire according to PN-EN 13 501-1 E
Sound absorption coefficient; 0107030 =
frequency of 250 — 500 Hz / 1000 - 2000 Hz 10/0; srg,
Thickness tolerance [mm] - 1,0/ 430 FSC g £ ‘7%: C
Tolerance of length / width / squareness / straightness [mm]; +20/£1,0/ £50/ <60 o ‘O g e o ?Xm';m? €
- P res DNV-GL
Hygiene class - the emission of formaldehyde class E1 P \ /
1805001

Seareh for certified FSC
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